
DS-9000* DS-9500

WIRELESS DICTATION TRANSFER (WIFI)

to network folder in WLAN -

Via Email when connect with Internet -

WIRED DICTATION DOWNLOAD

Via LAN -
(Via Docking station CR21)

Via USB

PROFESSIONAL AUDIO RECORDING

Noise reduction with Duo-Mic Beamforming

Directional Stereo Conference recording

Triple layer sound studio pop filter

Recording Modes
Dictation Mode for Quiet Environments

Dictation Mode for Noisy Environments

Conference Mode

AUDIO CODECS 
(PLAYBACK & RECORDING)

DSS Pro
QP [12kHz, 13.7kbps, mono] 

SP [16 kHz, 28kbps, mono]

PCM 22.05kHz, 16bit, stereo

MP3
Mono (44.1 kHz, 64kbps, mono) 

Stereo (44.1 kHz, 128kbps, stereo)

SPEECH TO TEXT WORKFLOW

Dictation status on device -
(via Wifi)

Multi Author IDs 10 10

Worktypes 20 20

Option items per worktype 10 10

PROFESSIONAL DICTATION FEATURES

Optical 4 Position Slide Switch

* DS-9000 available summer 2018

Mobile Dictation. 
Simply more productive.
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DS-9000* DS-9500

Full audio file editing
Insert/overwrite/append/cut

Build in memory

External SD-Card slot

1,5m shock proof

DATA SECURITY

Dictation File Encryption (256Bit AES) DSS Pro DSS Pro

Device lock via PIN code 

DLP - Data Loss Prevention Mode2 

WEP, WPA/WPA2 Personal / Enterprise -

CHARGING TIME

Via AC-Adapter in Docking Station 2 h 2 h

Via USB port 4 h 4 h

Battery Li-ion (1350mAh) Li-ion (1350mAh)

COMPATIBLE DOCKING STATIONS

CR21
(LAN not supportted)

CR15

DICTATION SOFTWARE

ODMS R7 or higher

DSS Player for Mac Version 7.6 or higher (wifi functionality not supported)

DSS Player Standard Not supported

Mobile Dictation. 
Simply more productive.
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Full technical specifications will be shown under specifications of the product website.


